PET Clear

SpotOn®PET Clear is a dimensionally
stable PET film that has a unique dot
pattern removable adhesive that is virtually
undetectable, but allows graphics to be
installed with minimal effort, remain in
place for the duration of the application,
and removed with ease. The film's adhesive
allows for easy, bubble-free application

of vibrant graphics to a wide range of
substrates without the need for tools

or wet installation. SpotOn® PET Clear

is commonly used for window graphics

but can also be used for short-term

indoor applications such as wall graphics,
tradeshow graphics or retail graphics that

require seasonal change out.

POLYESTER FILM
EASY TOOL & BUBBLE FREE APPLICATION

CAN BE REMOVED EASILY WITHIN 12
MONTHS
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Indoor/Short-Term Outdoor Signs

Retail Promotions

Window Graphics
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SpotOn’

PET Clear

SpotOn® PET Clear is a 75p (3 mil)
printable clear polyester film with a
dot patterned, removable pressure
sensitve polyacrylate adhesive

that is protected by a clear, single-
side siliconised release liner. The
specifically designed adhesive
pattern gives easy, bubble free

application to a range of substrates.

® [DEAL FOR INDOOR AND SHORT-
TERM OUTDOOR PROMOTIONS

® EASY TOOL & BUBBLE FREE
APPLICATION

® CAN BE REMOVED EASILY WITHIN
12 MONTHS

INSTALLATION
RECOMMENDATION

Please see SpotOn® installation
instructions for further details.
The surface must be clean and
smooth and free of defects
before application.
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For more information, performance
and warranty guide lines please

contact your local Drytac office.

© 2018 Drytac Corporation. E&OE.
All other trademarks are the property
of their respective owners.

TECHNICAL SPECIFICATION

PRODUCT STRUCTURE

Film

Adhesive

Clear PET

Dot-Pattern Removable Polyacrylate

Release Liner

1 Side Siliconised PET

/

PRODUCT CHARACTERISTIC
Film Thickness 3 mil (75p) 3.5 mil
Adhesive Layer 0.5 mil (13p) (88p)
Film/Adhesive Ratio 3:0.5
UV Protection Factor Not Applicable
Outdoor Durability 12 months
Application Temperature >41°F (5°C)
Service Temperature Range -4°F to 194°F

(-20°C to 90°C)
Shelf Life 1 years
Storage Conditions 59°F to 71°F (15°C to 22°C);

50 - 55% Relative Humidity Y,
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