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SpotOn®

SynTac™ Floor 			   ENVIRONMENTALLY FRIENDLY FLOOR GRAPHICS
with Interlam™ EcoTex™

This two part solution allows for easy, 
bubble-free application of vibrant slip-
rated floor graphics. SpotOn® SynTac™ 
Floor paired with Drytac Interlam™ 
EcoTex™ was specifically developed 
with the environment in mind. SpotOn® 
SynTac Floor is a printable matte white, 
self-adhesive PP film with a SpotOn dot 
pattern, removable pressure sensitive 
polyacrylate adhesive. Interlam EcoTex is 
PP pressure sensitive overlaminating film 
with a pebble texture finish.

FLOOR GRAPHICS FOR SEASONAL  
PROMOTIONS 

CAN BE REMOVED EASILY WITHIN 12 
MONTHS

240
   micron

Widths up to 1370mm

Interlam EcoTex
Matte Pebble PP Film
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Product Code: SPSF & IET

EA
SY GREEN Drytac

Easy Green 
Solution

Aqueous
(Eco) Solvent
Latex
UV

(Total Solution)
SpotOn SynTac Floor
Matte White PP Film

SpotOn SynTac Floor

Interlam EcoTex
Aqueous Acrylic Adhesive

SpotOn SynTac Floor
Dot Pattern Removable 
Adhesive

APPLICATIONS
APPLIED TO FLOOR,

CERAMIC TILES,

SEALED WOOD,

CONCRETE, WAXED VINYL 

AND OTHER SMOOTH

FLOOR SURFACES
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TECHNICAL SPECIFICATION

USA
5401-B Eubank Road,
Sandston,
Virginia, 23150,
USA
customerservice@drytac.com
Tel: +1 800.280.6013

Canada
30 Driver Road,
Brampton,
Ontario, L6T 5V2,
Canada
toronto@drytac.com
Tel: +1 800.353.2883

Europe
Filwood Road,
Fishponds,
Bristol, BS16 3RY,
United Kingdom
bristol@drytac.com
Tel: +44 (0) 117 958 6500

For more information, 
performance and warranty 
guidelines please contact your 
local Drytac office.

© 2020 Drytac Corporation. E&OE.  
All other trademarks are the property  
of their respective owners.
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SpotOn® SynTac™ Floor is a 4.8 mil (120µ) 
printable matte white, self-adhesive 
PP film with a dot pattern, removable 
pressure sensitive polyacrylate adhesive. 
The adhesive is protected by a single-
sided, siliconized Kraft PE coated release 
liner. This high quality, ink receptive 
white synthetic paper was specifically 
developed with the environment in 
mind. Interlam™ EcoTex™ is a 4.8 mil 
(120μ) PP laminating film with a pebble 
textured finish, coated on one side
with a pressure sensitive, aqueous acrylic 
adhesive that is protected by a bleached 
Kraft release paper coated on one side 
with siliconized PE.

IDEAL FOR “ENVIRONMENTALLY 
FRIENDLY” EASY TO INSTALL 
FLOOR GRAPHICS

SpotOn®

SynTac™ Floor
with Interlam™ EcoTex™

5.3 mil

(133μ)

SpotOn SynTac Floor 
PRODUCT STRUCTURE
Film				    Matte White PP 

Adhesive			   Removable Dot Pattern Polyacrylate

Release Liner			   140 gsm 1 Side Siliconised 
				    PE Coated Kraft 

PRODUCT CHARACTERISTICS
Film Thickness			   4.8 mil (120μ)

Adhesive Layer			   0.5 mil (13μ)

Application Temperature		  >41˚F (5˚C)

Service Temperature Range	 -4˚F to 149˚F (-20˚C to 65˚C)

				  

Interlam EcoTex
PRODUCT STRUCTURE
Film				    Pebble Textured PP

Adhesive			   Aqueous Acrylic (Pressure Sensitive)
		
Release Liner			   Siliconized 1 Side PE Coated Kraft

PRODUCT CHARACTERISTICS

Film Thickness			   4.8 mil (120μ)

Adhesive Layer			   1 mil (25μ)

Service Temperature Range	 -4°F to 248°F (-20°C to 120°C)
	
Slip Rating (DIN 51130)		  R10
			   	

5.8 mil

(145μ)

STORAGE

Shelf Life		      1 year

Storage Conditions	    64˚F to 77˚F 
		      (18˚C to 25˚C);
		      40 - 65% Relative Humidity

INSTALLATION 
RECOMMENDATION
Please see SpotOn® installation 
instructions for further details. 
The surface must be clean and 
smooth and free of defects 
before application.

PROCESS SETTINGS
                                  	                        Speed

Roller Laminator 		   
Room temperature 
to 104°F (40°C) 
				     
Press 		  Not recommended

1 ft to 8 ft (0.3m to  
2.5m) per minute

Equipment Type & Temperature         


